
Foreword :

Special quality:

Use way:

●   This particularly is created for various small scaled  
electronics product and for the initial stage of credibility  
identification of the low temperature environment tests, which had 
various required terms of large low temperature environment 
credibility identification test box, and the physical volume is small, 
don't waste space, and move conveniently.  Has a special feature 
the most popular by cheap price, suit to measure purchase more 
to popularize each development engineer's hand 1, grind at any 
time deliver to test at any time, thoroughly solve numerous 
engineers to wait in line a machine to measure embarrassment of 
trying, reaches not to waste time, ensure to control development 
progress with time.

CE- 48-FB-0045-V

CE- 48-FB-0045-H

Stand  type  can  the program 
low temperature test chamber

The   low   temperature   environment 
credibility identification test chamber

Lie   type   can   the   program 
low temperature test chamber

●    PID can the program numeral show can program 
controller: Can set 8 distances type circulation, time, 
circulation number of times.  
●    Have PID to automatically calculate function, the 
temperature controls precise, and can the degree variety 
condition immediately revises and makes the temperature 
controled more accurate stability

●   The semi-conductor, chip set, module turns the power 
and various electronics product etc., the product develops 
initial stage, at the credibility of the low temperature 
environment check just.
● The product manufacturing process mid-term quality 
control tests

CE- 48-FB-0045-V CE- 48-FB-0045-H

W240xD510xH450mm W430xD500xH260mm

32Kg 38Kg

W150xD150xH120mm

AC 220V 1Ф/ 3A 

 RS232 Computer Connection Control / Record of a Graph

Specification list

± 3˦

± 3˦

+5˦~26˦

Model

Dimension

Controller

Choosing to 
    purchase

Weight

Power
Environmental
  Temperature

PID+SSR

● Accept custom order by size.
● The catalog appearance size color only provides a  
    reference and take physically solid article as quasi,
    our company preserves for promote this product effect    
    and the modification of the appearance style it right, 
    forgives not another notice in the line.

         Inside 
dimensions

Temperature 
        stability

Temperature 
     uniformity

Cooling 
 system

-40˦>/ 15 minCooling timetime
(26˦ - L.T.)min)

Closed Compressor imported from Europe + Green Refrigerant using.
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